
 

SOIL INVESTIGATION 
DRILLING FRASTE 
MULTIDRILL  PL 

Features
Geotechnical and environmental boreholes. Dynamic 
penetrometer for SPT y DPSH tests.

General description
Brand Fraste S.P.A.

Category “Drilling Machine”

Model Fraste Multidrill PL

Serial Number P070654

Technical characteristics
Pull out capacity 2000 Kg.

Pushing Power 1300 Kg.

Operating range 3500 mm.

Clamp Double at drilling mast bottom 
(45-180 mm.)

Rotating head Pass through with clamp 60 mm.

Rotary hammer Furukawa modelo F1

Mud grouting pump Flow 80 l/min. 40 bars

Hammer 63,5 Kg.

Hammer falling height 760 mm.

Dimensions and weight

Length 4,36 m.

Width 1,35 m.

Wide with extended 
hydraulic support 1,80 m.

Height 2,15 m.

Total height with 
raised mast 4,36 m.

Tare 2500 Kg.

Test standards
Rotational drilling ASTM D2113-99, XP P94-202 

Standars DPSH UNE 103-804:1994  EN ISO 22476-2:2005

Standars for MI ASTM D1587-00, XP P94-202

Standars SPT UNE 103-800:1992  ASTM D 1586
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