
 

GEOPROBE

Features
Triple drilling battery with continuous core logging for driving 
by percussion or pressure. The sample is collected in a 
transparent PVC sample holder that allows identification and 
witnessing without being altered.

General descrption

Brand Geoprobe

Category Battery

Model Dt 325

Technical characteristics

Diameter 2,1 in = 53 mm

Inner probe length PVC
39 in / 1,0 m 
48 in / 1,2 m 
62 in / 1,6 m

Probe length
39 in / 1,0 m 
48 in / 1,2 m 
62 in / 1,6 m 
72 in / 1,8 m

Testing standards

Testing Standars ASTM 

GEOINTEC EUROPE 

2 Place Gailleton 
Centre d’Affaires E.G. 
69002 Lyon - France 
+33 (0)4 87 38 76 73

GEOINTEC AMERICA 

Avenida Nueva Providencia 
1881, 7500520. Providencia  
Santiago Chile,  Chile 
+56 224053662

MADRID HEADQUARTERS 

Princesa 25,  
Planta 3, Oficina 5, 
28008. Madrid, España 
+34 91 715 44 85

SYDNEY - APAC 

Governor Phillip Tower,1 
Farrer Place,  
Sydney NSW 2000 
+61 2 8823 3566


	



